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Section 5 . 2  

Section 5.3 

Replace the Last paragraph with the following: Surface caring will be 
rmplacrd r o  8 dmpth thrt wf l 1 f ro la to  tho uppor hydrOitritfgWphfQ untt 
(UHSU). If the Core samples fndlcate siltstone or amdatano itrmedlately 
below the base of the UHSU, the auger hole wfll be terrnfnatd bt  the base of 
the UHSU and the surface casing will be emplaced to the base of the UHSU. 
I f  claystone, surface casing will be embedded a m i n i m  of 3 feet into the 
lower hydrostrat igraph ic unit (LHSU) . 
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Place surface casing with threaded PVC cap or ru A e  r plug on bottom end into 
borehole. z %x 
pressure. 
foot thick bentonite seal consisting of l/b-inch compressed bentonite 
pellets will placed at the bottom of the annulus surrounding the surface 
casing. 
be added to hydrate the pellets prior to grouting. 
installation of the bentonite seal the grout seal will be -laced. The 
grout mixture will be emplaced in the annular space batween the augers or 
drill casing and surface casing. 
drill casing, additional grout will be added to the amulus. The grout will 
be emplaced by means of a tremie pipe. The grout will be allowed to set for 
24 hours. 

Fill surface casing with potable water to ensure p,ositive 
Following installation of surface casing in the borehole, a k 

I f  the borehole annulus does not contain water, potable water will 
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upon removal of each section of auger or 

nunbers to reference corresponding items above.) 

revent potential cross contamination between UHSU and LHSU. 
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